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AGRISHIFT XE 10W-30  -  Sheet updated 06/2015 – Developed with TOTAL technology at the service of CLAAS 

This lubricant used in accordance with our recommendations and for the application for which it is intended does not represent a special hazard. 

A safety data file conforming to the requirements of current E.U. legislation is available from your local trade consultant. 

Lubrication  of  XERION  and  AXION  tractor  transmissions  (Check  with  your 

dealer the lubricant type according to the model) 
 
Suitable for wet brakes installed on these tractors. 

 
Hydraulic systems, lifting systems and power assisted systems. 

 
Hydrostatic steering systems. 

 
Power take-offs with wet clutches. 

 

AGRISHIFT XE 10W-30 Units Value 

Kinematic viscosity at -10°C mPa.s 1300 

Kinematic viscosity at 100°C  mm2/s 11.3 

Kinematic viscosity at 40°C  mm2/s 67.5 

Pour point °C -33 

   AGRISHIFT XE 10W-30 

Mechanical gearboxes 
Transfer boxes 

Lubricant for specific CLAAS agricultural tractor mechanical transmissions. 

Applications 

Performances 

Customer benefits 

 Guarantee 
 
 Lifetime 

 
 Driving comfort 

Characteristics* 

Manufacturers approvals: ZF TE-ML 06H / 06M 

 
Meets manufacturers’ specifications: 

ALLISON C4 

Product specially developed for these specific transmissions. 

 
Oil film highly resistant at high temperatures, with very high thermal stability. 

 
Highly resistant to wear and extreme pressures. 

 
Very low Pour Point. 

 
Its friction properties guarantee smooth clutch operation without excessive 

slip. 


